
CONCRETE PAVEMENT - PEDESTRIAN
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COMPACTED SUBGRADE

CONC. SLAB WITH LIGHT BROOM

FINISH - BROOM FINISH SHALL BE

CONTINUOUS.  NO RE-TOOLING OF

JOINTS AFTER APPLICATION OF

BROOM FINISH

FINISH GRADE (VARIES) -  SEE PLANS

COMPACTED GRAVEL BASE

NOTES:

1. REFER TO DETAIL 4 / L5.1A  FOR

CONCRETE PAVEMENT JOINTS.

NOTE: THIS DETAIL APPLIES TO

STANDARD CONCRETE PAVEMENT

AND COLORED CONCRETE PAVEMENT

- REFER TO PLAN FOR FURTHER

LOCATIONS AND EXTENTS OF BOTH

MATERIALS.
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CURB CUT RAMP TYPE 2
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RAMP DOWN

(1:12 MAX.)

DETECTABLE WARNING TILES

REFER TO SPECS

FLUSH CURB

CONCRETE RAMP SURFACE -

UNLESS OTHERWISE NOTED

ROADWAY PAVEMENT

WALKWAY / ACCESSIBLE ROUTE

SURFACE VARIES REFER TO PLANS

EDGE OF WALK, WALL, OR ANY

OTHER VERTICAL OBSTRUCTION

RAMP DOWN

(1:12 MAX.)
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CURB CUT RAMP TYPE 3

1/4" = 1'-0"
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4'-0" MIN.

FOR DIMS.

SEE PLANS
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EDGE OF WALK, WALL, OR ANY

OTHER VERTICAL OBSTRUCTION

WALKWAY / ACCESSIBLE ROUTE

SURFACE VARIES REFER TO PLANS

PLANTING

PLANTING

CONCRETE RAMP SURFACE -

UNLESS OTHERWISE NOTED

CURB

CURB CUT RAMP TYPE 4

1/4" = 1'-0"
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4'-0" MIN.

FOR DIMS

SEE PLANS
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OTHER VERTICAL OBSTRUCTION

WALKWAY / ACCESSIBLE ROUTE

SURFACE VARIES REFER TO PLANS
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PLANTING

4' LONG TRANSITION

GRANITE CURB

4'-0" 4'-0"

PLANTING

1/2"1/2"

CONSTRUCTION JOINT
B

EXPANSION JOINT
C

JOINT CREATED BY SHRINKAGE OF

CONCRETE

BACKER ROD

SEALANT TO MATCH CONCRETE

PRE MOLDED EXPANSION JOINT

MATERIAL

CONCRETE PAVEMENT

EXPANSION JOINT

BUILDING WALLS, COLUMNS, SITE

WALLS, CURBS

CONCRETE PAVEMENT

SEALANT TO MATCH CONCRETE

1
 1
/4
"

CONTROL JOINT
A

NOTE:

ALL TOOL MARKINGS ARE TO BE

SMOOTHED OUT BY LIGHT BROOM

FINISH, AFTER APPLICATION

3/8" CONTROL JOINT (TOOLED)

CONCRETE PAVEMENT

12" DOWELS @ 12" SPACING

12" DOWELS @ 12" SPACING

CONCRETE PAVEMENT JOINTS - PEDESTRIAN

1" = 1'-0"
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BITUMINOUS CONCRETE PAVEMENT - PEDESTRIAN

1" = 1'-0"
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6"

OR LAWN

PLANTING 

3"- 4" BIT. CONC. PAVING

• 1" TOP COURSE (112" @
BASKETBALL COURT)

• 2" BINDER COURSE (212" @
BASKETBALL COURT)

COMPACTED GRAVEL BASE

COMPACTED SUBGRADE

FINISH GRADE (VARIES) - SEE PLANS
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REINFORCED

CONCRETE FOOTING

COMPACTED GRAVEL BASE

REINFORCED CONCRETE WALL WITH

LIGHT SANDBLAST FINISH ON ALL

EXPOSED SURFACES TO 6" BELOW

FINISH GRADE

FINISH GRADE - MATERIALS

VARY

MATERIALS VARY -

REFER TO PLANS H
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NOTE: REINFORCING PEER

STRUCTURAL ENGINEER
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TYPICAL CONCRETE RETAILING WALL

3/4" = 1'-0"
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COMPACTED SUBGRADE

DAMP PROOFING

FLAGPOLE BASE

3/4" = 1'-0"
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1'-6"

STL. CENTERING WEDGES

1' x 1/2" STL. BASE PLATE

COMPACTED GRAVEL BASE

5 - #4 - BEW

FINISH GRADE

CONCRETE FOOTING

#4 @ 12" 

HOT-DIP GALV. STL.

FOUNDATION SLEEVE

DRY PLAY SAND TIGHTLY

TAMPED AFTER ALIGNING POLE

1/2" DIA x 3'-0" STL.

GROUND SPIKE

1'-6"

HARDWOOD WEDGES -

REMOVE AFTER TAMPING

SAND - INSTALL SEALANT

NOTE: FLAGPOLE

HAS IN GROUND

UPLIGHTING.

REFER TO

ELECTRICAL DWGS

FOR FURTHER

INFORMATION

(8) #6

2'-6"

NOTE: FLAGPOLE

HEIGHT SHALL BE

40' - REFER TO

SPECIFICATIONS

FOR FURTHER

INFORMATION

FLASH

COLLAR
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1 1/2"

PED. CONC. PAVEMENT (THICKENED

FOR RAILING EMBEDMENT)

CORE DRILL AND GROUT RAILING

POSTS W/ NON SHRINK GROUT TO

MATCH CONCRETE PAVEMENT

MID RAIL - 1-1/4" NOM. STL. PIPE

RAIL SUPPORT - 3/4" DIA. STL. BAR

RAIL SUPPORT - 3/4"" DIA. STL. BAR

POST  - 1-1/2" NOM. DIA.  STL. PIPE

TOP RAIL - 1-1/4" NOM. STL. PIPE

FINISH GRADE OF RAMP VARIES -

REFER TO PLANS FOR FURTHER

INFORMATION

POST CAP - 1
4" THICK STL. PLATE
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VARIES

REFER TO PLAN
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ELEVATION SECTION
A B

RAMP HANDRAIL

1" = 1'-0"
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3/4" x1 1/2" BAR STOCK (AT

END OF RAILINGS, WELDED

AND GROUND TO MATCH

ROUNDED PROFILE OF RAILS)

GUARD RAILING

1" = 1'-0"

4
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WELDED END CAP

3
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6
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(M
IN

.)

POST SPACING VARIES - 5'-0" O.C MAX.

4
"

4
"

CORE DRILL AND GROUT ALL

RAILING POSTS

TOP OF WALL OR WALL CAP

PICKET - 1
2" SQ. STL. BAR

POST - 1 3/4" O.D. STL. PIPE

MID RAIL - 1"x3/4" STL. BAR

WELDED CONNECTIONS (TYP.)

RAIL SUPPORT - 3/4" DIA. STL.

BAR AND 1
4" POST CAP

TOP RAIL - 1 1/2" I.D. GALV.DIA. STL.

PIPE

NOTES:

1. REFER TO ARCHITECTURAL

SPECIFICATIONS FOR METAL

FINISH REQUIREMENTS.  COLOR

TO BE SELECTED.

2. ALL WELDS SHALL BE GROUND

SMOOTH PRIOR TO METAL

FINISHING.

WALK SURFACE ADJACENT TO WALL

OR ELEVATION CHANGE - TOP RAIL

SHALL BE 3'-6" ABOVE ADJACENT

WALKING SURFACE

4"

SECTION ELEVATION

2
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C RAILINGL

BOTTOM RAIL - 1"x3/4" STL. BAR

STEEL BOLLARD
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6" DIA. GALV STL. SCH. 40 PIPE

PRIMED AND PAINTED SEMI-GLOSS

BLACK (2 COATS)

ROUND TOP OF CONC.

CONCRETE FILLED

FINISH GRADE OF PAVEMENT

(8) #5 @ 6"

#4 @ 12"

CONCRETE FOOTING

COMPACTED GRAVEL BASE

COMPACTED SUBGRADE

NOTE: REFER TO SECTION 05 5000,

MISCELLANEOUS METALS.

EXPANSION JOINT WITH

SEALANT TO MATCH CONCRETE

BICYCLE RACK

3/4" = 1'-0"
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6
"

2
'-

8
 1
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"

EMBEDDED MOUNTING PER

MANUFACTURERS

RECOMMENDATIONS

FINISH GRADE OF

PAVEMENT

SEE MATERIALS PLAN

BIKE RACK − REFER

TO SPECIFICATIONS

SECTION

3
"

1
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CONCRETE SLAB

SIM

STAINLESS STEEL BOLLARD

3/4" = 1'-0"
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5" 8 1/2"
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8" DIA. STAINLESS STEEL SCH. 40 PIPE

#4 @ 12"

CONCRETE FOOTING

COMPACTED GRAVEL BASE

COMPACTED SUBGRADE

EXPANSION JOINT WITH

SEALANT TO MATCH CONCRETE

FINISH GRADE OF PAVEMENT

FLAT TOP

(8) #5 @ 6"

1
8" ROUNDED EDGE

PAVEMENT SURFACE VARIES - REFER TO

MATERIALS PLANS

8" SQUARE AREA DRAIN WITH NICKEL

BRONZE GRATE - REFER TO

SPECIFICATIONS FOR FURTHER

INFORMATION

NOTE: ALIGN SQUARE DRAIN PARALLEL

TO PAVING PATTERN OR ADJACENT

VERTICAL EDGE

OUTLET PIPE CONNECTED TO STORM

DRAIN SYSTEM - REFER CIVIL DWGS. FOR

FURTHER INFORMATION

PAVEMENT DRAIN

1 1/2" = 1'-0"
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TRENCH DRAIN 

1" = 1'-0"

10
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TRENCH DRAIN REFER TO

SPECIFICATIONS

COMPACTED OR UNDISTURBED

SUBGRADE

SURFACE VARIES - REFER TO PLANS

COMPACTED GRAVEL BASE

FINISH GRADE VARIES - REFER TO

GRADING PLANS

CONCRETE

6'-0 1/2"
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BENCH

3/4" = 1'-0"
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PLAN

ELEVATION END

ELEVATION

CONC. PAVEMENT THICK-

ENED AT CATCH BASIN AND TRENCH

DRAIN

TRENCH DRAIN CATCH BASIN

PEDESTRIAN CONC. PAVEMENT

FINISH GRADE - VARIES REFER TO

PLANS

CUT OUTS FOR 4" OR 6" PIPE

CONNECTIONS - REFER TO CIVIL DWGS.

FOR FURTHER INFORMATION

IN-LINE CATCH BASIN WITH ADA

COMPLIANT METAL GRATE

ADA COMPLIANT METAL GRATES
2

'-
0

"
6

"6"

4
5

°

NOTE: INLINE CATCH BASINS OCCUR

AT ALL PIPE CONNECTIONS TO

TRENCH DRAINS.  REFER CIVIL

UTILITIES PLANS FOR PIPE

CONNECTIONS.

1
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6
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6
"

INLINE CATCH BASIN FOR TRENCH DRAIN

1" = 1'-0"
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VARIES, SEE PLAN
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NOTES:

1. ALL METAL PIPE COMPONENTS

SHOWN  SHALL BE GALV.,

SCHEDULE 40 STEEL PIPE PRIMED

& PAINTED SEMI-GLOSS BLACK (2

COATS) - REFER TO SPECS ON

METAL FINISHING. SIZES NOTED

ARE NOMINAL.

2. ALL SHARP EDGES METAL

COMPONENTS, AND  ALL WELDS

SHALL BE GROUND SMOOTH.

3. HEIGHT OF GATE KEEP POSTS MAY

VARY TO ACCOUNT FOR

DIFFERENCE IN FINISH GRADES.

REFER TO GRADING PLANS FOR

FURTHER INFORMATION.  SHOP

DRAWINGS  SHALL REFLECT FIELD

MEASURED FINISH  GRADES.

4. FOOTINGS AND REINFORCEMENT

PER STRUCTURAL REQUIREMENTS.

OPPOSITE GATE POST

IS A MIRROR IMAGE 6" x 1/2" ~ STL PLATE WITH 1/2" RADIUS EDGE

6" O.D. SLEEVE POST
LOCKING PIN MECHANISM

4" O.D. GATE RAIL

6" O.D. STL. PIPE

3" O.D. GATE RAIL SUPPORT

5" O.D. POST

1/2" STL. PLATE (TYP.)
GALV. STL. CHAIN WELDED

TO PIN AND STL. PLATE

SOLID STL. PIN DRILLED

TO ACCEPT LOCK

ANCHOR BOLTS 5/8" DIA. x 1'-8"

LONG A307 W/ 2 NUTS,  2

WASHERS, HEADED  ENDS

(8) - #6

#4 @ 12" 0.C. & (2) #4 @ 3" (AT

TOP)

CONCRETE FOOTING (GATE

POST FOOTING)

COMPACTED GRAVEL BORROW

FINISH GRADE

SWING LEAF GATE

1/2" = 1'-0"
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1" GROUT

PACK

EQ.EQ.
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7
"

BASE PLATE 5/8" x 10" x 10"

FIN STIFFENER

PLATE 3/8" x 2" x 3"

ANCHOR BOLT

GATE POST

PLAN
B

ELEVATION
A

6" x 1/2" DIA. STL. PLATE WITH

1/2" RADIUS EDGE

5" O.D. POST

LOCKING PIN MECHANISM (SIMILAR

TO GATE  LOCKING PIN MECHANISM)

NOTE: GATE KEEP POST

FOOTING SHALL MATCH

GATE POST FOOTING

SWING LEAF GATE - GATE KEEP POST

1/2" = 1'-0"
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